06/29/2009

Flow Top
Distance  Max. Elev Flow at  Width at  Avg. Velocity
Downstream of Breach Elevation of Travel Section @ Section @ at Section,
Section HECRAS Station of Dam, ft Flood  Stream bed Time, hrs Peak Elev Peak Elev ft/sec
CL Dam DDG-0223_1_22547 o 1048.7 1033.9 0.2 22,443 9.7
40 DDG-0223_1_21298 1037.1 1019.8 02 20,574 9.0
39 DDG-0223_1_20668 1030.8 1014.6 03 19,755 a8
38 DDG-0223_1_20168 1028.4 10135 03 18,426 6.0
37 DDG-0223_1_19548 1026.7 1010.2 0.3 17,538 5.0
36 DDG-0223_1_18674 1022.1 1007.1 0.3 15,628 2.8
35 DDG—-0223_1_17485 1015.8 1002.1 0.3 15,076 8.1

34 DDG-0223_1_16690 1011.3 999.8 0.4 13,934 4.4

33 DDG-0223_1_15401 1005.9 992.3 0.4 12,958 6.9
32 DDG-0223_1_15114 1004.8 992.0 05 12,001 35

31 DDG-0223_1_13448 997.9 985.9 05 10,916 35
30 DDG-0223_1_12209 993.6 983.7 0.6 10,520 4.3
29 DDG-0223_1_11349 990.6 982.4 0.6 10,391 5.4
28 DDG-0223_1_9983 985.6 976.9 0.6 9,755 3.2
27 DDG-0223_1_9879 985.2 977.2 0.7 9,642 3.2
26 DDG-0223_1_9280 983.5 973.1 0.7 8,859 3.6
25 DDG-0223_1_8207 980.4 969.9 0.8 8,200 4.2
24 DDG-0223_1_7475 978.2 964.4 0.8 7,876 3.7
23 DDG-0223_ 972.6 960.3 0.8 7,591 35

DDG-0223_: 967.7 955.2 0.9 7,366 a1

DDG-0223_: 958.9 950.7 0.9 7,226 4.4
DDG-0223_1_2663 953.9 942.6 1.0 7,049 4.2
DDG-0223_1_1583 944.1 936.3 1.0 7,008 6.1

Rock Creek_1_65823 933.3 923.0 11 6,330 7.6
DDG-0274_1_18642 933.3 926.7 11 12 0.0

Rock Creek_1_65619 933.1 921.6 11 41

Rock Creek_1_63393 925.8 914.8 1.2 5.4

Rock Creek_1_60812 916.7 906.0 1.4 3.3

Rock Creek_1_59308 913.2 901.1 15 3.2

Rock Creek_1_57239 910.0 899.0 1.6 2.9
Rock Creek_1_55793 908.2 896.1 17 1.4
Rock Creek_1_54631 904.5 894.5 18 2.7
Rock Creek_1_53631 901.8 888.9 2.0 2.6
Rock Creek_1_50535 897.9 886.9 21 3.2

Rock Creek_1_48265 890.9 881.9 2.3 5.0
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Travel time is measured from the initation of b h formation to Inundation Area
the time the breach wave arrives at the section. e — S Boundary Map
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The inundation area was developed based on a breach with the water
surface at the Top of Dam elevation. Cross Sections were developed using 2-meter LIDAR data. 6/29/2009
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